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1. INTRODUCTION

This is the FY 80 final report on a laser remote sensing research pro-

gram conducted by M.I.T. Lincoln Laboratory with support by the Department

of the Air Force, in part with specific funding from the Air Force Engi-

neering and Services Center. The effort is part of a larger on-going pro-

gram at Lincoln Laboratory to develop laser remote sensing techniques for

environmental monitoring and tactical detection and discrimination. Pre-

vious research conducted during FY 79 is documented in Final Report,

ESD-TR-79-319/ESL-TR-80-09 ,1
The specific tasks which were performed during FY 80 for this research

program consisted of the following: (1) continuation of feasibility demon-

stration Of CO2 TEA laser remote sensing system (described in Section II),

(2) continuation of laboratory absorption measurements of CO, NO, and C2H4
(described in Section 111), (3) initial laboratory investigation of suita-

bility of laser remote sensing of hydrazine (described in Section VI), and

(4) implementation of digital data acquisition and processing system (de-

scribed in Section V). It should be noted that as originally proposed task

(1) above included the demonstration of the laser remote sensing of selected

pollutant gases in the atmosphere and in the exhaust from a stationary USAF

jet aircraft. Because of the unavailability of such an aircraft during

FY 80, this portion of task (1) was not conducted; instead, the preliminary

development of a dual-laser DIAL system was performed (described in Sec-

tion IV). This modificatton to the original Work Statement was given oral

approval by the AFESC contracting officer. The remote sensing-of the ex-

haust gases from the USAF jet aircraft will be conducted during FY 81 as

stated in the FY 81 Work Statement.

Each of the tasks is described in the following sections of this re-

* port. Supportive documentation is included in the attached appendix.

11. FEASIBILITY DEMONSTRATION OF CO'2 TEA LASER REMOTE SENSING SYSTEM

Experimental studies were conducted to measure and demonstrate the

feasibility of a CO2 laser differential-absorption LIDAR (DIAL) system for

the remote sensing of NO and C2H4 in the atmosphere. The studies were

carried out using a compact mini-TEA CO2 laser incorporated into a remote
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Fig. 1. Schemtic of single-laser differential-absorption LIDAR system.



sensing DIAL system including transmitting and receiving optics, a detector,

associated electronics, and a digital data acquisition system. This system

is a modification to the DIAL system used previously for laser remote sen-

sing measurements of atmospheric CO. 2 A schematic of the system is shown -

in Fig. 1. The output from a pulsed, tunable mini-TEA CO2 laser served as

the primary radiation source; laser characteristics were 20 mJ/pulse, 100 ns

pulse length, and repetition rates of up to 500 Hz. A frequency-doubling

crystal could be inserted into the beam for measurements in the 5-Um region.

The laser radiation was sampled by means of beam splitters to provide spec-

tral and intensity information for subsequent normalization and calibration

of the DIAL signals.

The major portion of the beam was passed through a X1O beam expander

and directed by steering mirrors toward topographic targets located outside

the laboratory window. Backscattered radiation was collected by a 30-cm

Cassegrain telescope and detected by either a HgCdTe or an InSb detector.

The output signals were sampled by high-speed analog-to-digital converters

and processed by a dual-computer data-acquisition system. Further informa-

tion pertaining to the experimental apparatus and data acquisition system

will be presented in a later section. Details of the actual experiments

for the remote sensing of NO and C2H4 are presented in the next two sections.

2.1 Laser Remote Sensing of NO

The DIAL system was used to make single-ended remote sensing meas-

urements of the atmospheric concentration of NO using 5.3-um radiation; for

these experiments, the 10.6-im radiation from the mini-TEA CO2 laser was

frequency-doubled to 5.3-um through use of a CdGeAs2 crystal. The concen-

tration of NO was deduced from differential-absorption of the laser back-

scatter from topographic targets at ranges up to 1.4 km. For the remote

sensing of NO, frequency-doubled radiation of the 10.6-um P(24) CO2 tran-

sition was used as the on-resonance absorption frequency and doubled radia-

tion from either the P(26) or the P(14) CO2 transition was used as the off-

*resonance frequency. Details of the experimental apparatus, experimental

procedure, and measurement results are presented in the appendix, which is

a reprint of a journal article. 3
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As described in the appendix, the major results and conclusions based
on the measurements are:

1) With the DIAL system, NO present in the exhaust of cars and

trucks operating on a busy roadway was detected at path-

averaged concentrations of 100-200 ppb (parts per billion)

at ranges up to 500 m.

.2) Uncertainties in these measurements were on the order of 40 ppb

and were primarily due to temporal changes in the absorption

background due to atmospheric water vapor.

3) The background interference due to water vapor was measured by

the DIAL system. These results were compared to those predicted

by the HITRAN atmospheric transmission computer program arnd

significant deviations were noted; these deviations were primarily

due to uncertainties in the laser transition frequencies and

water vapor absorption line shape.

2.2 Laser Remote Sensing Of C2H4

Laser remote sensing measurements of atmospheric C2H4 were con-
ducted4 through use of the single-laser DIAL system (Fig. 1). For the

remote sensing of CAH, the P(14) C02 laser transition near 10.5 Pmi was

used as the on-resonance absorption frequency and the P(12) CO2 laser tran-

sition was used as the off-resonance absorption frequency. This may be

seen in Fig. 2, which shows the transmission of the atmosphere near 10.5 u~m

(950 cm-i) and the increase in absorption due to the presence Of CAH in

the atmosphere. The concentration Of CAH in the atmosphere is determined

from the increased absorption of the P(14) LIDAR return from topographic

targets compared to that of the P(12) line.

Using this system, the increase in CAH in the atmosphere was detected

over a busy traffic roadway at a range of 500 m. The results, which indi-

cate the increase in CAH due to automobile exhaust as the traffic over the

roadway increased, are shown in Fig. 3. Measurements on other days yielded

peak concentrations Of CAH as high as 230 ppb. The concentration was ob-

served to be quite dependent on wind direction and local weather conditions.

5
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Figure 4 shows the diurnal variation of C2H4 measured over an adjacent

airfield (Hanscom AFB) using the Lincoln Laboratory Flight Facility as a

topographic target (range 2.7 km). The results indicate an ambient back-

ground concentration of C2H4 on the order of 10 ppb with increases up to

70 ppb, probably due to aircraft exhaust or fuel emission; for the upper

curve shown, the wind direction was from the airfield toward our laboratory.

Of interest is the result that little C2H4 was observed on the next day,

when the wind direction shifted and blew from the laboratory toward the

airfield.

The results shown in Fig. 4 also indicate an uncertainty in the meas-

ments on the order of 10 ppb. Such error is due to temporal variation in

the background off-resonance LIDAR signal. It is anticipated that these

errors may be reduced through use of a dual-laser DIAL system.

111. LABORATORY ABSORPTION MEASUREMENTS OF CO, NO, AND C2H4

The absorption characteristics of gaseous CO, NO, and C2H4 were in-

vestigated. In particular, the absorption coefficients at the associated

CO2 laser transition frequencies were measured using the experimental setup

as shown in Fig. 1 and subsequently compared to previous measurements by

other investigators.5 ,6 The measurements agreed with these other observa-

tions within ± 10%, which is within the experimental uncertainty due to the

tuning range of the atmospheric-pressure-broadened mini-TEA CO2 laser. For

completeness, the pertinent absorption characteristics of CO, NO, and C2H4

useful in CO2 laser remote sensing measurements are given in Table I along

with the anticipated background atmospheric attenuation, 0, appropriate for

the U. S. Standard Atmosphere model. 7 The values presented for CO, NO and

C2H4 are given in terms of the absorption strength, S(cm-1/molecule/cm
2),

and the half-width at half-maximum pressure broadened linewidth,a(cm-1), at

760 Torr. The absorption coefficient, o(cm atm)-1, is also given in

Table I. a is related to S and a by

S l , (1)

7
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where Av is the difference in frequency between the radiation and the ab-
sorbing transition, and L is Loschmidt's number, 2.48 x 1019 molecules/cm 3;

L is the concentration of molecules in the atmosphere at 200C and standard

pressure. The attenuation of an optical beam is given by the equation

I = Ioe_0N'R (2)

where R is the distance in cm traveled by the beam, N is the concentration

of the gas in fractions of a standard atmosphere, and I is the intensity of

the beam.

It should be noted that while the laboratory measurements served to

verify the values given in ',2,ole 1, the laser remote sensing system is self-

calibrating. That is, known concentrations of CO, NO, or C2H4 are used in

the absorption cell (Fig. 1) for simultaneous comparison of the differential-

absorption values with that of the DIAL returns.

IV. PRELIMINARY DEVELOPMENT OF DUAL-LASER DIAL SYSTEM

During the initial investigation into laser remote sensing of CO, NO,

and C2H4 using a single-laser DIAL system, it was evident that a signifi-

cant part of the measurement error was due to short- and long-term temporal

changes in the background absorption of the atmosphere. These changes

cannot be averaged out in view of the large-scale temporal changes which

occur in the atmosphere within the time scale of the measurements. Such

errors were measured to be on the order of 10-20%, depending upon atmos-

pheric wind and weather conditions.

In order to reduce such error-causing effects, a dual-laser DIAL system

was designed and implemented. This system permits the nearly simultaneous

transmission of the on-resonance and off-resonance LIDAR beams so that the

differential-absorption signal may be measured on a short temporal basis.

This is in contrast to the typical single-laser DIAL system technique of

alternating the single laser between the on-resonance transition and the

off-resonance transition every 30 s or so. The dual-laser DIAL system

implemented was similar to that shown in Fig. 1 except two mini-TEA

9



C02 lasers are used. A schematic of this system is shown in Fig. 5 and a

photograph of the system is shown in Fig. 6. The two lasers are pulsed

separately with a time delay which is typically 35 us. This provides for

temporal separation of the two LIDAR returns.

Preliminary measurements with this dual-laser DIAL system have indicated

an overall improvement in the resultant measurement accuracy compared to

that of a single-laser DIAL system. Future studies are planned to quantify

these improvements.

V. IMPLEMENTATION OF DIGITAL DATA ACQUISITION AND PROCESSING SYSTEM

The experiments reported for the laser remote sensing of CO and NO were

conducted using an analog data processing system involving boxcar integra-

tors, analog ratiometers, and chart recorders. Due to the low duty cycle

of the DIAL system, (- 10-5), corresponding to the laser pulse-width (100 ns)

multiplied by the pulse repetition frequency, boxcar integrators are severely

limited when used for signal processing of the input DIAL signals.

A more suitable system is a digital data acquisition system consisting

of fast analog-to-digital converters linked to a dedicated minicomputer.

Such a system has been implemented and a photograph of this system is shown

in Fig. 7. The system involves A/D CAMAC modules interfaced to a LeCroy

3500 Computer, with subsequent data transferred to a Hewlett Packard 9845T

Computer for further statistical analysis. Specific details are: (1)

CAMAC A/D Converters; LeCroy #2249SG, (2) Timing Gate Modules; Ortec #416A

gate and delay generator, and BNC #8010 pulse generator, (3) Signal Process-

ing Computer: LeCroy 3500M data acquisition computer with CAMAC mini-crate,

8085 CPU processor, GPIB IEEE-488 output, and CP/M FORTRAN programming, and

(4) Statistical Analysis Computer: Hewlett Packard 9845T computer with

graphics capability, graphics thermal printer, and HPIB IEEE-488 interface.

The LeCroy 3500 system is used to record the LIDAR, absorption cell,

and laser pulse power signals, normalize the input signals to the laser

pulse power, check for possible laser misfires, and form the histogram of

these input signals. Data can be collected by the LeCroy 3500 at a rate

10
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of up to a few hundred hertz. After compiling a few thousand pulses, the
data are transferred by the IEEE-488 data-bus from the LeCroy 3500 to the
HP9845T computer. A statistical analysis (mean, standard deviation) is

performed by the HP9845T and a linear or logarithmic graphical display is

produced. An example of such output is shown in Fig. 8. As evident in

Fig. 8, the statistical spread of the LIOAR returns is much greater than

that associated with the absorption cell and is indicative of the effects

of atmospheric turbulence and target scintillation.

It should be noted that the use of the digital data acquisition system

described above has resulted in a substantial improvement in the DIAL meas-

urement accuracy. This improvement, compared to that of the previously

used analog system (boxcar integrators), has been approximately proportion-

al to the square root of the number of pulses integrated. Further studies

to better quantify this result will be conducted.

VI. INITIAL LABORATORY INVESTIGATION OF SUITABILITY OF LASER REMOTE

SENSING OF HYDRAZINE COMPOUNDS

The suitability of a CO2 DIAL system for the remote sensing of hydra-

zine, unsymmietrical dimethyl hydrazine (UDMH), and monomethyl hydrazine

(WMMH) in the atmosphere has been investigated. The initial phase of this

effort included: (1) the determination of the appropriate CO2 laser tran-
sitions for remote sensing of the hydrazine compounds, (2) theoretical es-

timates of the expected detection ranqe of such DIAL measurements, and

(3) the laboratory measurement and verification of the differential-

absorption coefficients in a DIAL configuration. The results are detailed

in the following sections and basically indicate that path integrated con-

centrations of hydrazine, IJDMH, and lWH on the order of tens of parts per

billion should be observable for detection ranges of up to several kilometers.

6.1 Preferred CO2 Laser Frequencies for Remote Sensing of Hydrazine Compounds

The choice Of CO2 laser frequencies to be used for the remote sensing
of the hydrazines includes consideration of: (1) those CO2 frequencies

15



obtainable with the mini-TEA CO2 lasers, (2) the differential-absorption

of the hydrazine compounds at these frequencies, and (3) the atmospheric

transmission and interference from other atmospheric species at these fre-

quencies.

With our mini-TEA CO2 lasers, single line radiation is obtainable from

the P(8) to P(36) and the R(10) to R(34) lines of the (0001) - (1000) tran-

sition near 10.6 um and from the P(1O) to P(34) and the R(1O) to R(34) lines

of the (0001) - (0200) transitions near 9.4 um. 8  The frequencies chosen

must be limited to these lines. The differential-absorption coefficients

of hydrazine, UDMH, and MMH at the CO2 laser transition frequencies are

available from measurements obtained by Loper et al. 9 using a tunable low-

pressure CW CO2 laser.

The atmospheric transmission and possible interferences of other molec-

ular species are obtained from the AFGL tapes of McClatchey et al. 7 Among

the potential interfering species, ethylene and ammonia are of particular

importance. Ethylene exists as a trace element in the atmosphere and is

present in vehicle exhausts. Average concentration levels in excess of

60 parts per billion (ppb) have been observed over an airbase (see Sec-

tion 2.2). Ammonia is both an atmospheric trace element with a normal

concentrationlO between 2 and 20 ppb and a reaction product of hydrazine

decomposition. Absorption coefficients of both ammonia and ethylene have

been measured at CO2 laser frequencies and are available in the

literature.5 ,6,10

Using the above considerations, CO2 laser frequency pairs were chosen

to yield as large a differential-absorption as possible consistent with

minimal interference effects from either ethylene or ammonia. It is desir-

able to choose the frequency pairs close together in order to maximize the

mutual coherencel1,1 2 of the two laser beams. However, this is difficult

for both UDMH and MMH. Explicit choices are discussed in turn for each of

the hydrazines.

a. Hydrazine

Significant absorption of hydrazlne9 occurs only in the 10.6-tim band of

16



CO2 laser transitions. CO2 laser wavelengths longer than the P(30) line

are eliminated by the extremely high NH3 absorption. The most suitable

laser transition pair is the P(22) transition at 10.611 Um as the high-

absorption line and the P(28) transition at 10.674 pm as the low-absorption

line. The corresponding absorption coefficients9 are 5.41 and 2.17 (cm atm)-1,
respectively, yielding a differential-absorption of Aa = 3.24 (cm atm)-1.

With this choice, the frequencies are closely spaced, the differential-

absorption levels of both C2H4 and NH3 are seen to be smaller than that of

hydrazine by over an order of magnitude, and the atmospheric transmittance

level is acceptable at both frequencies. The -orresponding absorption

values are qiven in Table II along with the backqround atmospheric attenu-

ation, 0, for a U. S. Standard Atmosphere. 7

b. UDMH

The choices of laser transition pairs for DIAL measurements of UDMH

are extremely limited. As previously determined, 9 the absorption coefficient

of UDMH in the 9.4-um CO2 laser band is approximately 1.5 (cm atm)- I, with

very little variation within the R and P branches. Siqnificant absorption

occurs in the 10.6-um band only for the longer wavelenqths of the P branch,

rising from - 1 to near 3 (cm atm)-1 between the P(28) and P(36) laser

transitions of the 10.6-pm band. There is virtually no absorption of UDMH

within the R branch of the 10.6-um band [a - 0.n5-0.2 (cm atm)-1].

Absorption interferences occur in the 10.6-um P branch due to NH3 ab-

sorption lines. Between the P(32) and P(36) transitions, NH3 absorption

is a factor of 3 to 7 times greater than that of UDMH. Although NH3 is

only a minor product of UDMH decomposition, this large a relative absorp-

tion level coupled with the possible presence of even small amounts of

ambient NH3 effectively allows only the P(28) or P(30) to be used for the

high-absorption transitions. The UDMH absorption coefficients for these

lines are 1.11 and 1.45 (cm atm)-1, respectively.

No other line could be found within the P branch of the 10.6-pm CO2

laser band which, in conjunction with either the P(28) or P(30) tran-

sition, would yield a differential absorption level which was of the

17
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Table II: Relevant Absorption Parameters for the Remote Sensing of
the Hydrazines.

CO2 Laser Wavelength Absorption Coefficients Atmospheric
Transition (Um) (cm-atm)-1  Attenuation

B(km)-1

Hydrazine NH3  C2H4

P(22) 10.611 5.41 0.045 1.09 0.1142
P(28) 10.675 2.17 0.36 1.30 0.0976

Differential 3.24 -0.315 -0.21
Absorption I

UDMH NH3  CH4

P(30) 10.696 1.45 0.86 1.63 0.0907
R(10) 10.318 0.05 0.78 1.51 0.1142

Differential
Absorption 1.40 0.06 0.12

MMH tH f?_H.4

R(30) 10.182 1.36 0.029 0.56 0.1137
R(18) 9.282 0.23 0.13 0.61 0.1418

Differential
Absorption 1.13 -0.10 -0.05

18



order of unity and significantly discriminated against both NH3 and C2H4.

In order to do so, it was necessary to choose the low-absorption line from

within the R branch of the 10.6-um band. Thus, the most suitable laser

transition pair appears to be the P(30) line as the on-resonance transition

and the R(1O) line as the off-resonance transition, both in the 10.6-om

band. The relevant absorption values are given in Table II.

c. MMH

Difficulties in finding a suitahle pair of CO2 laser transitions for

remote sensing of MMH are even greater than for LDMH. There is little MMH

absorption anywhere within the 9.4 Um band, while absorption value varia-

tions within the available transition lines of the 10.6-um band are ex-

tremely small. The single exception is the R(8) line, for which 0 = 3.5

(cm atm) - 1 compared to values near unity for neighboring transitions. How-

ever, the CO2 mini-TEA lasers do not operate on this line; in addition, the

absorption coefficient of NH3 at the frequency of this transition is ex-

tremely large, namely 25.8 (cm atm)-1 . Therefore it was necessary to con-

sider transition pairs involving CO2 laser lines in different bands. It

was found that of all the 9.4-pm band transitions only the R(18) transition

will yield a sufficiently low C2H4 differential-absorption level to serve

as a suitable off-resonance line. Further consideration established the

R(30) line in the 10.6-pm band as the preferred on-resonance MMH-absorption

transition. The absorption values for this transition pair are also in-

cluded in Table II.

6.2 Calculation of Minimum Detectable Concentrations of Hydrazine Compounds

The differential absorption values for the hydrazines as given in

Table II are seen to be small; this is particularly true for UDMH and MMH.

To establish if remote sensing is feasible under these circumstances, cal-

culations were made of the expected DIAL detection sensitivity as a func-

tion of range for each of the hydrazines.

19



In general, one of two possible approaches is usually taken to determine

the minimum observable concentration, nmin, of a trace specie as a function

of range, R. The first establishes the limitation by setting the difference

in the backscattered returns at the two frequencies equal to the noise sig-

nal. The second approach assumes a limitation in the ability to distinguish

changes in the difference between the return signals at the two frequencies

below some predetermined value. We will consider the effects of both

limitations for each of the hydrazines. The basis for the calculations

have been given in a previous Lincoln Laboratory reportl and will not be

repeated here.

For the case in which the difference in the return signals, APr, is set

equal to the noise signal, Pn, it may be shown1 that

rRTPn

nin 2pKAEAo exp(-20R) ' (3)

where Ao is the difference in the molecular absorption coefficients of the

trace specie at the two DIAL wavelengths, Pn is the dark-current limited noise

signal, R is the range, s is the atmospheric extinction coefficient in the

absence of the detected molecule, A is the area of the receiving telescope,

p is the reflectivity of the topographic target, E is the LIDAR transmitted

energy per pulse, and T is the pulse length. To evaluate Eq. (3), one may

use parameter values appropriate to our DIAL system of Pn = 2 x 10-8 W,

p = 0.1, K = 0.1, A = 600 cm2, and E/T = 105 W. Then

n (5 x 10 9)R (4)
min -AO exp(-2pR)

where R is the range in km, Aa is in units of (cm atm) -1, and nmin is in

units of atmospheres. To express nmin directly in parts per billion

Eq. (4) Is rewritten as,

(ppb) 5R(5

mi (ppb) = Aaexp(-2R) (5)

20
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Equation (5) represents the maximum sensitivity achievable with a

single laser pulse pair for the case of Or equal to the noise in the

system.

Under high signal-to noise-conditions, a more valid approach is to

establish the minimum relative difference in the two differential-

absorption LIDAR returns (APr/Pr) which can be measured. Assuming that

value to be 1%, this leads to a minimum detectable concentration' of

nmt (ppb) 50 (6)

subject to detector noise limitations and range restrictions.

Using Eqs. (5) and (6), the minimum detectable concentrations of the

hydrazines have been determined as a function of range for a single pulse

pair. The resulting values for hydrazine, UDMH and WH are shown graph-

ically in Figs. 9, 10, and 11, respectively. The frequency pairs consid-

ered and the values of Ao and 0 for the U.S. Standard Atmosphere7 used in

the evaluation are given in Table II. In addition, the effect on detec-

tion sensitivity of having greater or lesser amounts of water vapor in the

atmosphere, as represented by the mid-latitude summer and mid-latitude

winter atmospheres, 7 respectively, is also shown in these figures. As seen

in the figures, the detection limit at close ranges is due to the 1% mini-

mum set for APr/Pr in Eq. (6) and the limit at longer ranges is due to the

system noise limitation as given in Eq. (5).

The results shown in Figs. 9-11 indicate that remote sensing of the

hydrazine-related molecules in concentrations of the order of 10-100 ppb

is feasible at ranges up to 5 km. These results can be improved by aver-

aging over several pulses. However, the predicted /F improvement, where

N is the number of pulses averaged, is at best limited to the number of

pulses that can be measured in a few seconds. Beyond that period the accu-

racy of the measurement is limited by long-term temporal atmospheric varia-

tions. 4 Using digital signal processing techniques, detection ranges on

the order of 10-20 km should be feasible for concentrations on the order of

10 ppb.
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Fig. 9. Minimum detectable average hydrazine concentration by topographic
reflection as a function of range using a single 10-md pulse.
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Fig. 10. Minimum detectable average unsymmetrical dimethylhydrazine (UDMH)
concentration by topographic reflection as a function of range using a
single lO-mJ pulse.

23



MMH
R (30)- R (10)

M-L SUMMER

103

U.S. STANDARD

a
E

M-L WINTER

10~ I I I I I I III i I I I I I III I I I I I ill . I

0.01 0.1 1.0 10
RANGE (km)

Fig. 11. Minimum detectable average monomethylhydrazine (IMMH) concentra-
tion by topographic reflection as a function of range using a single I0-mJ
pulse.
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6.3 Laboratory Absorption Measurements of Hydrazine, UDMH, and MMH

The published absorption measurements of the hydrazines were obtained

by Loper et al. 9 using a low-pressure CW CO2 laser. Such lasers generally

have narrow gain-bandwidths (- 100 MHz) capable of supporting only a single

longitudinal mode, which is located at or very near line center. However,

to achieve the high peak CO2 laser powers required for remote sensing over

long ranges, the coherent radiation is usually provided by a pulsed CO2 TEA

laser operating at or near atmospheric pressure. Such lasers have colli-

sion broadened gain-bandwidths of the order of 1 GHz and generally operate

on more than one longitudinal mode within a single transition line. Each

mode operates at a slightly different frequency, and a small degree of

tunability exists within each line. Given these circumstances, it is not

obvious that the absorption coefficient of a given molecule for a particu-

lar CO2 laser line, as observed with a low-pressure laser, will agree with

the value obtained using a TEA laser operating on the same line.

Therefore, to determine if the results based on the low-pressure laser

measurements which were used in the calculations for the expected detection

ranges of the hydrazines are applicable to the present remote sensing sys-

tem, absorption measurements were repeated for the chosen frequency pairs

using the mini-TEA CO2 lasers of our dual-laser LIDAR system. The tech-

nique used and the experimental results are discussed below.

a. Experimental technique

The dual-laser system shown in Fig. 5 was used to measure the

absorption coefficients of the hydrazines in the laboratory. The system

consisted of mini-TEA laser no. 1 firing on the line corresponding to the

on-resonance absorption transition followed by mini-TEA laser no. 2 firing

50 us later on the line corresponding to the off-resonance transition.

Portions of both laser beams followed identical paths after passage through

a beam splitter. The beams were further split, with one portion going to

pyroelectric detector no. 1 which served as a normalizing beam. The re-

mainder of the beams passed through a Pyrex absorption cell with BaF 2
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having a 2.54-cm diameter and a 31-cm length which initially contained

either air or nitrogen at atmospheric pressure and to which a known amount

of the hydrazine was added. The beam transmitted through the cell was

recorded by detector no. 2. The detector outputs along with gating cir-

cuitry then went to a computer system where each individual pulse was

normalized. The normalized pulses from each laser were averaged over a

preset number of pulses.

The 100% transmittance level through the absorption cell was estab-

lished by taking the values of the normalized laser beams, averaged over

a thousand pulses, after passage through the absorption cell containing

pure nitrogen at atmospheric pressure. A known volume of a hydrazine

compound in liquid form was then inserted into the cell and the laser beam

transmittance observed as a function of time. Initial values of the

average relative transmittance were taken for every 100 pulses; after the

rate of change declined, values were taken of the average of 500 pulses

from each laser. Nitrogen was used as the mixing gas to provide collision
broadening comparable with that of air and to be consistent with the meas-

urements of Loper et al. 9

In addition to the above, a similar set of measurements was performed

with each of the hydrazines, but using air rather than nitrogen as the mix-

ing gas. Since the hydrazines are strongly subject to oxidation effects, 13-15

these measurements cannot be used for direct measurement of the absorption

coefficients. However, the results are of considerable interest as they

point out additional problems which will be encountered in attempting to
determine hydrazine concentrations in the atmosphere.

b. Experimental results

(1) Hydrazine
The change in the relative transmittance of the P(22) and

P(28) CO2 lines after passage through the nitrogen-filled cell into which

1.6 yx hydrazine was introduced is shown as a function of time in Fig. 12.

The extremely low vapor pressure of hydrazine (.- 12 Torr) results in a slow

evaporation rate within the limited cell volume and hence the long delay

observed in reaching the minimum transmittance level.
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Fig. 13. Time variation of relative transmittance of 10.6-pm P(22) and
10.7-um P(28) radiation through absorption cell containing air after
insertion of 0.9 ux and 7.6 Vk of liquid hydrazine.
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Difficulties were experienced with the laser producing the P(28) tran-

sition line during the experiment so that the absorption by hydrazine of

the P(28) line was terminated after about 35 min. By that time, the

relative transmittance of the P(22) transition through the hydrazine vapor

was within 4% of its subsequent equilibrium value. Taking an equivalent

drop for the extrapolated P(28) line and assuming all the inserted liquid

is present in the cell in the form of hydrazine vapor after equilibrium is

achieved, the relative transmittance levels at their equilibrium values

correspond to absorption coefficients of 5.27 and 2.26 (cm atm)-1 for the

P(22) and P(28) frequencies, respectively. These values are in close

agreement with the published values9 of 5.41 and 2.17 (cm atm)-1

In order to simulate more closely the effect of remote sensing of hydra-

zine in the open atmosphere, the absorption of the P(22) and P(28) radiation

was also measured after inserting hydrazine into the cell containing air

instead of nitrogen. The resulting transmittance as a function of time is

shown in Fig. 13 for the case of 0.9 jut of hydrazine and of 7.6 ut of

hydrazine.

For the results shown in Fig. 13 obtained using 0.9 Ut of hydrazine in

air the maximum differential-absorption measured was almost an order of mag-

nitude below the value obtained for hydrazine in nitrogen (Fig. 12). These

results indicate that the quasi-equilibrium hydrazine vapor pressure was

much smaller than in the case of the inert mixture. Given the combination

of a slow vaporization rate and high oxidation rate for hydrazine, this

result is not very surprising. It was observed that even after the absorp-

tion of the lines started to decrease, which occurred about 12 min. after

the introduction of hydrazine into the cell, some liquid was still present

in the cell.

The results shown in Fig. 13 obtained using 7.6 jit show the effect when

an amount exceeding the saturation vapor pressure (- 4.2 ut) is used. in

this case, the relative transmittance reached a minimum value in less than

4 min. and returned to a near-normal value after about 15 min. The
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maximum effective differential-absorption achieved under these conditions

was approximately a factor of 4 below that predicted for saturated hydra-

zine vapor in the cell.

It should be noted that the decrease of hydrazine absorption observed

in Fig. 13 was more rapid than anticipated on the basis of autoxidatlon

studies. 13 In the open air, dispersive effects should lead to an even

faster dissipation of absorption effects. These results indicate the need

for a rapid measurement capability if the remote sensing of hydrazine is to

be feasible.

(2) UDMH

The time variation of transmittance through the absorption

cell after the insertion of 9 ut of UDMH is shown in Fig. 14. These re-

sults are quite different than those shown in Fig. 5 for hydrazine. The

vapor pressure of UDMH at room temperature (- 165 Torr) is an order of

magnitude greater than that of hydrazine and, as seen in Fig. 14, the rela-

tive transmittance of both the P(30) and the R(IO) radiation reaches a

minimum within a minute after the insertion of the UDMH into the cell.

The equilibrium values of the transmittance values shown in Fig. 14

correspond to absorption coefficients of 2.28 and 0.11 (cm atm)-1 for the

P(30) and R(10) frequencies, respectively. These values are considerably

higher than the respective values of 1.45 and 0.05 (cm atm) -1 obtained by

Loper et al. 9  It is possible that wall reaction effects are responsible

for these measured differences.

The experiment was repeated using air in the absorption cell in place

of nitrogen and the results are shown in Fig. 15. They are almost identi-

cal with the results obtained in a nitrogen atmosphere, in agreement with

studies 14 ,15 which indicate that UDMH is highly stable, even in an oxygen

atmosphere.
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Fig. 15. Time variation of relative transmission of lO.7-uim P(30) and
lO.3-um R(lO) radiation through absorption cell containing air after
inserting 9 Ux of liquid UDMH.
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(3) MMH

Our absorption results for W4H are shown in Fig. 16. Mono-

methyl hydrazine has a vapor pressure of approximately 50 Torr at room

temperature and is much less volatile than UDMH. As seen in Fig. 16, after

Inserting 9 ul of MWH into the nitrogen-containing absorption cell, 6 to 8

min. elapsed before the minimum transmittance level was reached. The MMH

absorption coefficients represented by the minimum relative transmittance

values correspond to 1.32 and 0.29 (cm atm)-1 for the 9.28 um R(18) and

10.18 um R(30) transitions, respectively. These values compare favor-

ably with the published values9 of 1.36 and 0.23 (cm atm)-1 for these

lines.

The situation, however, is more complicated for MtMH in an atmospheric

environment. Figure 17 shows the variation with time of the relative trans-

mittance of the same two transition lines after the insertion of 9 P1 of

MMH into the air-filled absorption cell. In this case, the relative trans-

mittance at the R(30) frequency reached a minimum in slightly under 4 min.

and then Increased significantly as the MMH was oxidized. The relative

transmittance at the R(18) frequency also decreased rapidly for the first

4 min. after MMH insertion, but then continued to decrease slowly. Appar-

ently the oxidation product of MMH is more absorbing at the R(18) frequency

than WIIH itself. As a result, the differential-absorption of the two lines

reduced to zero after about 14 min. and then reversed sign.

To ascertain if ammonia, which is a known minor oxidation product of

MMH, 15 ,16 might be the source of the continued absorption of the 9.28-om R(18)

line in Fig. 17, a similar experiment was performed with the 9.29-pm R(16)

line substituted for the R(18) transition. The ammonia absorption coef-

ficient at the R(16) transition frequency is over two orders of magnitude

greater than at the R(18) frequency. However, the effective absorption of

the MMH product at the R(16) frequency 30 min. after Insertion of !91H into

the absorption cell was only 10% greater than the value obtained with
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the R(18) frequency. Ammonia can therefore be eliminated as the molecule

primarily responsible for the continued decrease of the R(18) transmittance.

Methanol is another known product of MMH decomposition with absorption in

the 9-10 pm region of the spectrum. However, this molecule can also be

eliminated, as its absorption coefficient is greater at the 10.18-um R(30)

frequency than at the 9.28-um R(18) frequency. It is possible that the

p.-ticular molecule causinq the effect may be one of the formaldehydes

which form the bulk of the MMH oxidation products; 15 the formaldehydes

(-CHO) have weak absorption lines in the 10.3-12.8 um region.

c. Summary of results

Absorption coefficient measurements of hydrazine and MMH in a

nitrogen atmosphere, made with the CO2 mini-TEA lasers used in the dual-

laser DIAL system were in excellent accord with literature values 9 obtained

using a low-pressure CO2 laser. However, the values for UDMH indicated a

somewhat greater differential-absorption than predicted.

The effect of using air instead of nitrogen as the buffer gas in the

absorption cell led to markedly different results for hydrazine and MMH.

The, rapid evaporation and stable optical absorption level observed after

inserting liquid UDMH into an air-filled cell indicate that an accurate

determination of the amount of UDMH introduced into the atmosphere may be

obtainable from a single temporal measurement. On the other hand, both

hydrazine and MMH exhibited considerable instability when introduced into

the air-filled cell, as evidenced by the rapid time variation of transmit-

tance through the cell. For the case of hydrazine it was found that after

inserting a known amount of liquid hydrazine into the air-containing cell,

the maximum hydrazine vapor levels achieved were much reduced from the

levels measured after insertion of the same amount of hydrazine into the

nitrogen-containing cell. The extent of the reduction was found to depend

upon the amount of hydrazine inserted, with the reduction greatest when the

amount is small.

For the case of liquid WH insertion into the air-filled cell, the

time variation of transmittance through the cell is even more rapid than
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was observed for hydrazine. An additional problem arises from the fact

that an IfH oxidation product is absorbing at the low-absorption frequency

chosen for our differential-absorption measurement. This interfering specie

eventually causes the differential-absorption to change sign. Both ammonia

and methanol have been eliminated as the interfering species responsible

for this effect; it is probably due to one of the known15 formaldehyde

products.

6.4 Assessment of Results

The general agreement of the present absorption measurements with

those of Loper et al. 9 indicates that the minimum detectable level for

laser remote sensing of each of the hydrazines calculated in Section 6.2

are valid. On this basis, the laser remote sensing of UDMH, hydrazine, and

MMH should be feasible at ranges of several kilometers for atmospheric con-

centrations of the order of tens of parts per billion.

The measurement of the concentration of the hydrazines in the ambient

atmosphere, however, is complicated by their chemical reactivity and low

vapor pressure. The results presented in this report indicate that while

UDMH vapor concentration can be expected to remain stable (ignoring dif-

fusion effects) for a significant period of time, the concentrations of

hydrazine and WfH will vary rapidly. tUnder these circumstances the advan-

tage of using a dual-laser DIAL system compared to a single-laser system

for the remote sensing of the hydrazines is particularly marked since it

measures the two frequencies almost simultaneously and has proven itself

capable of taking differential-absorption measurements with a temporal

resolution of the order of seconds.

VII. Summary and Recommendations

The research detailed in this report and the FY 79 final report' has

demonstrated the capability of the laser remote sensing of atmospheric CO,

NO, and CAH at concentrations of a few ppb and at ranges up to a few km.
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The experimental results have determined the detection ranges and sensi-

tivity of these measurements and have pointed to the need for a dual-laser

DIAL system. Such a system is required to overcome the effects of atmos-

pheric turbulence through the ability to "freeze" out such effects. It is

anticipated that the use of this dual-laser DIAL system will greatly in-

crease the measurement accuracy. Future experiments will quantify this.

The preliminary studies of the feasibility of laser remote sensing of

hydrazine, UDMH, and MMH were encouraging. Laboratory results indicate

that concentrations on the order of 10 ppb should be detectable at ranges

up to several kilometers using our DIAL system. Investigations to experi-

mentally verify these predictions are planned.

38



REFERENCES

1. A. Mooradian, D. K. Killinger and N. Menyuk, "Remote Sensing of

Turbine Engine Gases," Final Report, Lincoln Laboratory, M.I.T.,

(30 September 1979), ESL-TR-80-09, DTIC AD-A084544/6.

2. D. K. Killinger, N. Menyuk, and W. E. DeFeo, Appl. Phys. Lett. 36,

402 (1980).

3. N. Menyuk, D. K. Killinger, and W. E. DeFeo, Appl. Opt. 19, 3282 (1980).

4. D. K. Killinger and N. Menyuk, Technical Digest, Topical Meeting on

Coherent Laser Radar for Atmospheric Sensing, Paper ThC3, Aspen,

Colorado, July 1980.

5. R. R. Patty, G. M. Russwurm, W. A. McClenny, and D. R. Morgan,

Appl. Opt. 13, 2850 (1974).

6. A. Mayer, J. Comera, H. Charpentier, and C. Jaussaud, Appl. Opt. 17,

391 (1978) and 19, 1572 (1980).

7. R. A. McClatchey, R. W. Fenn, J. E. A. Selby, F. E. Volz, and J. S.

Garing, "Optical Properties of the Atmosphere (Third Edition),"

Report AFCRL-72-0497, Environmental Research Paper No. 411 (1972).

8. N. Menyuk and P. F. Moulton, Rev. Sci. Instr. 51, 216 (1980).

9. G. L. Loper, A. R. Calloway, M. A. Stamps, and J. A. Gelbwachs,

Appl. Opt. 19, 2726 (1980).

10. R. J. Brewer and C. W. Bruce, Appl. Opt. 17, 3746 (1978).

11. S. T. Hong and A. Ishimaru, Radio Sci. 11, 551 (1976).

12. A. G. Kjelaas, P. E. Nordal, and A. Bjerkestrand, Appl. Opt. 17, 277

(1978).

13. G. L. Loper, "Gas Phase Kinetic Study of Air Oxidation of UDMH,"

Paper No. 12 in Proceedings of the Conference on Environmental Chem-

istry of Hydrazine Fuels, CEEDO-TR-78-14 (1978).

14. D. A. Stone, "The Autoxidation of Monomethyihydrazine Vapor," Report

No. ESL-TR-79-10 (1979).

15. 0. A. Stone, "The Autoxidatlon of Hydrazine and Unsymmetrical Dimethyl-

hydrazine," Paper No. 13 in Proceedings of the Conference on Environ-

mental Chemistry of Hydrazine Fuels, CEEDO-TR-78-14 (1978).

16. R. A. Saunders and J. T. Larkins, "Detection and Monitoring of Hydra-

zine, Monomethylhydrazine and Their Decomposition Products," RIL

Memorandum Report 3313/AO-A027 966 (1976).

39



* . o -- --

APPENDIX

The following is a reprint of a journal article published

in Applied Optics, 1 October 1980, titled "Remote Sensing of NO

Using a Differential-Absorption LIDAR."
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Heprinted tr.m APPLIED OPTIC%. VI. 19. paxe : 182, October I, 1981)
Copyright 19811 by the Optical .S io .I America nd reprinted hv permiion of the conpyright owner.

Remote sensing of NO using a differential absorption ldar

N. Menyuk, D. K. Killinger, and W. E. DeFeo

Single-ended remote sensing meastirements of atmospheric NO have been made using differential absirp-

tion of frequenc -doubled pulsed ('O., laser radiation l.ackscattered from topographic targets. Returns

were obtained from target. at ranges o~ut tul 1.4 km, and significant NO concentrations above ambient were

observed over a path which crissed a traffii ruadwav at a range ofO0.5 km. In view othe severe atmospheric

water vapor albsor)tion in the spectral region containing the NO abiirption hand. the range dependence of

the lidar returns was alsi measured in order to determine the differential albsrption of the ambient atmo-
sphere. The results differed significantly from thse cimputed from atmispheric transmission data tapes.

Nitric oxide is a major constituent of auto exhaust exist between our differential absorption results and
emission and industrial stack effluence. It plays an those computed from a modified HITRAN program using
important role in the production of photochemical smog the AFGL atmospheric transmission data tapes.
and influences the global concentration of ozone in the The differential absorption lidar system used in our
atmosphere. Its detection by differential absorption experiments has been described previously.:' It uses a
techniques has recently been accomplished in a dou- line-tunable high-repetition rate (>500-Hz) pulsed
ble-ended lidar system using a cw diode laser,' and with mini-TEA CO., lasere as the primary radiation source.
a cw CO laser2 using spectral coincidences :' between the The pulse length, after frequency doubling in a
fundamental 1-0 absorption band of NO and laser CdGeAs., crystal, 7 was 70 nsec, with a pulse energy near
transitions of CO. These investigations were conducted 0.5 mJ. Portions of the frequency-doubled radiation
using double-ended systems and clearly established the were split off to provide pulse energy normalization and
applicability of differential absorption for the remote an absorption calibration by passage through a 50-cm
sensing of NO in the atmosphere. absorption cell containing 500 ppm of NO in argon at

In this paper we describe single-ended differential atmospheric pressure. Since nitric oxide reacts
absorption lidar (DIAL) measurements of NO in the chemically with oxygen to form NO., it cannot be mixed
atmosphere using frequency-doubled CO., laser radia- with air in the cell. We used argon as the buffer gas
tion backscattered from topographic targets. Using after determining that its effect on the absorption
spectral coincidences between the frequency-doubled coefficient of NO was similar to that of air. The bulk
CO2 laser radiation and NO absorption lines4 near 5.3 of the frequency-doubled laser beam was expanded to
pm, signal returns were obtained from targets at ranges a 6-cm spot size and directed out a window of our remote
up to 1.4 km under high humidity conditions using di- sensing facility toward topographic targets; the window
rect detection. Significant concentrations of atmo- is -20 m above the ground. The backscattered signals
spheric NO (250:k 40 ppb) above ambient were mea- were collected by a 30-cm Casegrain telescope and
sured over a path which crossed a well-traveled road- detected noncoherently by an lnSb detector. The re-
way. We have also investigated the range dependence turn and calibration signals were processed through
of the DIAL returns and have found that, under the gated boxcar integrators, normalized and recorded.
conditions of our experiments, significant differences A determination was made of all coincidences" be-

tween the absorption line frequencies9 of the funda-
mental 1-0 band of NO and doubled CO., laser
frequencies,"' where coincidence was defined as a fre-
quency difference At,, less than 0.1 cm-t. Consider-
ation of atmospheric transmission, NO absorption, and
available CO., laser power eliminated all the coinci-

The autho ur are with MIT' l~ncIoln ~alairhry. ILexingtn. Mas.- dences except that between the frequency-doubled
sachusetts2173. P(24) CO2 laser line of the 10.6-pm band and the

Received 30 April 190. R(l/2)1/., absorption line of NO. For this pair, 2r,(CO2 )
0003.M936/80/193282-0$00.50/0. = 1881.098 cm - t, m,(NO) - 1881.040 cm - t, and At, a
c 19M1 Optical ,?uwietv ufAmeriua. 0.058 cm- 1.

3282 APPLIED OPTICS / Vol. 19. No. 19 / 1 October 1980
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An important consideration for the remote sensing Z P(zs) 24)1)
of NO in the troposphere is that water vapor absorption M
is strong throughout the spectral region of the NO ab- a
sorption band, including the region around 1881 cm - . 20 € 0 S NC( LINE
This is seen in Fig. I which shows a computer-generated -'

atmospheric transmission spectrum in this spectral to - $ l
region for a 3-km path at 296 K and 29% relative hu-
midity.11 The location of the doubled P(24) coincident
line isshowninFig. andisseen to lie in a smallregion 0 _
of relatively high atmospheric transmission. The figure S
also indicates that the neighboring doubled P(26) and WAVENJUSER (cm)-I
P(14) lines occur at frequencies with comparable Fig. I. Computer-generated atmospheric transmission curve for a
transmission, so either can be used as the off-resonance 3-km path length at T = 296 K and 29% RH (Ref. 1i). Also shovn

line in differential absorption. The experiments de- is the spectral location of the frequency-doubled COI laser lines used

scribed here were carried out at 293 K and 55% relative in differential absorption experiments.

humidity, so the atmospheric transmissivity under the
experimental conditions was significantly poorer than
is indicated in Fig. 1. 24

To obtain a direct experimental determination of the s to" -,ses" ,, * onIm.m pt A)
sensitivity of our DIAL system for the measurement of P.*(otgss-,l) - b EP (2
NO in the atmosphere, a large tank of 60.5-cm diam X
104-cm length, with Mylar windows angled at 150 to
avoid reflection effects, was filled with argon at atmo- a.-

spheric pressure and placed between our lidar system .-

and a target consisting of foliage located 550 m from the -
laboratory. Upon insertion of a known amount of NO
into the tank, the observed differential absorption signal
agreed within 5% with the value obtained using the
50-cm laboratory absorption cell. These results indi- s
cated an overall system sensitivity of 40 ppb for the --
remote sensing of NO at a range of 550 m. ____________, ________

The average atmospheric NO concentration, N., as 0 20s m i
deduced from the differential absorption of the laser Fi.2Ragdendneothlgrtmcrtoofeunsgasdeed fro give difrnilasrpinoyhae Fig. 2. Range dependence of the logarithmic ratio (if return signals
beams is given by from topographic targets obtained using nonreminant frequencies.

_N _L 2(/. -0.)R - In(PlP._)_ The dependence predicted using AFGL tapes is shion for comparison
2, " 1  -In(P,/P) 1 (I) by the dashed line.

where N, is the NO concentration in the absorption cell accurate for use in our experiments, we measured the
of length L, R is the distance to the target, P is the lidar return signals from a number of targets at different
normalized on-resonance backscattered lidar signal, P, ranges using two frequency-doubled C0 2 laser lines
is the normalized on-resonance absorption cell signal, which are not resonant with NO absorption. In this
and &, is the atmospheric absorption coefficient at the case, the range dependence of the logarithmic ratio of
resonance frequency in the absence of NO. The primes the returns at the two frequencies is given by
indicate the corresponding off-resonance values.
Equation (1) is valid for N,. >> N. such that IL(3. - 0,.) 1 d [in(P:P.ol = 2(0. - i'.l, (2)
o I ln(P.IP,)I; these conditions were met in our ex- dR

periments. where the primes and double primes refer to the two
The determination of NO concentration on the basis off-resonance frequencies. Equation (2) indicates that

of Eq. (1) using differential absorption lidar returns a plot of the logarithmic return ratio vs range should lie
from a single target requires an accurate knowledge of on a straight line passing through the origin, with a slope
the difference in the atmospheric absorption, 0a - 3., equal to twice the difference in the atmospheric ab-
at the different frequencies. Atmospheric absorption sorption coefficients at the two frequencies. This ex-
values at each frequency can be obtained from the perimental value can then be compared with the value
AFGL atmospheric transmission data tapes"2 for known computed on the basis of the AFGL tapes.
atmospheric conditions. However, since the computed Using the frequency-doubled P(14) and P(26) CO2
values of 4, and 0. at these frequencies are based on the laser lines as the primed and double-primed frequen-
sum of the theoretical contributions of a large number cies, respectively, we obtained differential absorption
- 20-25) of absorption lines, small individual errors can returns from a series of targets at ranges from 0.25 to 1.4

result in a large overall discrepancy in 0;, - 43. km; our results are shown in Fig. 2. As seen in the fig-
To establish if the atmospheric absorption values ure, the measured logarithmic return ratio varies lin-

obtained from the AFGL tapes might be sufficiently early with range, as predicted by Eq. (2). However, the

I Oefter o / Vol. 10. No. 19 / APPUED OPTICS 3M

43'1"



measured atmospheric absorption difference, O' -O, , I

is more than twice as large as the value predicted using
the AFGL tapes. These results indicate that, under our o3
experimental conditions, the predicted values of 0, -
0a in Eq. (1) cannot be assumed to be sufficiently ac-
curate to provide an NO concentration determination
on the basis of lidar returns from a single target. This
point will be discussed more fully below, after pre-
senting further experimental results.

A range-dependent approach can be used to deter- - 0
mine NO concentrations by measuring the differential I -
lidar return from several targets using an off-resonance -

and an on-resonance laser line. Using Eq. (1), one ob-tains

d .2N 0
-lln(PIPjl - 203i. - 0.) - In(P Md, (3) 0dR N,L /.-PflEDICTED SLOPE

which is valid for a constant ambient value of N,. For
this case, the logarithmic lidar return ratio vs range is /
again a straight line passing through the origin but with PO (Os -Resonan,) OUBLE P (24)

P0 10ff -RMearce) - DOUBLED P (26)a slope dependent upon the ambient level of NO. The I - • 0 I
natural background level of NO is 0.2-2 ppb,' : which 0 IO 2W 300 400 00 400
would be undetectable in our system. However, sig- RAN W
nificant increases above ambient due to localized R
emission will be distinguished by departure from the
linear dependence of Eq. (3).

A set of differential absorption lidar returns were Fig. 3. Differential absorption return vs range with frequency-obtained from a series of targets using the frequency- douhled P(26) radiation as the nonresonant frequency source. Thefromled 4) an series oflaes si the f-re c- points at 480 m show the range of values obtained at that distance;
doubled P(24) and P(26) lines as the on- and off-reso- the upper point corresponds t,, 90-ppb average NO concentration.
nance lines, respectively. The ranges varied consid- increasing to 250 ppm at the lower point position. The dependence
erably, but the lines of sight to the various targets lay predicted wing XYM tapes for zer, ambient nitric ,,aide is shown
within an angular spread of <4° . The results are shown by the dashed line.
in Fig. 3. The two inner targets were removed from
significant NO emission sources. The straight line
joining these two targets passes through the origin and
so defines the ambient extinction level as a functicn of
range in accordance with Eq. (3). This level is shown
as the solid line in Fig. 3. The resultant slope in this point. The rapid falloff of NO concentrations between
case also deviates sharply from that predicted on the heights of 3 and 15 m indicates a strong localization and
basis of the tape-generated value assuming zero ambient hence a high concentration of NO in the immediate vi-
NO, as shown in Fig. 3. This line cannot be brought cinity of the roadway. This is consistent with the rapid
into coincidence with the experimental line on the basis depletion by oxidation of NO in the atmosphere.
of the last term on the right-hand side of Eq. (3), since To further investigate the deviation of the measured
the presence of ambient NO would only increase the differential absorption lidar returns from those pre-
deviation. dicted by the HITRAN program, a similar set of mea-

The laser beam path to the target at 550 m in Fig. 3 surements was obtained using the frequency-doubled
crossed a traffic roadway at a height near 15 m. The P(24) and P(14) CO-. laser lines and targets removed
return from this target indicates little NO concentration from NO emission sources. The results are shown in
above ambient, suggesting that a height of 15 m is suf- Fig. 4. The linear dependence of the logarithmic return
ficient to reduce the NO content above a roadway to ratio with range is in accord with Eq. (3), and the slope
near the ambient value. of the resultant line is again seen to deviate significantly

The path to the target at 480 m crossed the same from that predicted on the basis of the tapes, assuming
traffic roadway but at a height of 3 m. The upper data a zero ambient NO content. To bring the predicted line
point at this range was obtained immediately following into coincidence with the experimentally determined
the measurement at 550 m. The deviation of this point line would require an ambient NO level near 800 ppb,
from the ambient extinction line is well beyond our which is more than 2 orders of magnitude above a rea-
experimental uncertainty and corresponds to an average sonable ambient level. In addition, maximal contri.
NO concentration of 90 ppb over the laser beam path. butions due to errors in the assumed water vapor con-
Similar returns over the same path during a period of tent of the atmosphere correspond to less than one-
heavy traffic yielded average concentrations of NO up tenth of the observed difference between the experi-
to 250 ppb, as indicated by the arrow and lower data mental and predicted results.
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Fig. 4. Differential absorption return vs range with frequency-doubled P(14) ra-
diation as the nonresonant frequency source. The dependence predicted using

AFGL tapes for zero ambient nitric oxide is shown by the dashed line.

In view of these differences, it is apparent that one needed of absorption through a cell containing water
cannot simply use values generated by the AFGL ab- vapor. Given the limited water vapor absorption under
sorption line tapes to eliminate atmospheric back- saturation conditions over short lengths at usable
ground absorption effects. Our results indicate that frequencies, this cell would have to be either an ultra-
such an approach would have led to large errors in the sensitive spectrophone or a multipath absorption cell.
differential absorption of all three frequency pairs used The alternative of using multiple targets for the direct
in these experiments. There are several causes of these measurement of the differential absorption at the on-
large discrepancies. The first, as noted previously, is and off-resonance frequencies was therefore chosen as
the fact that the absorption coefficient at each fre- the simpler approach. However, we are presently
quency involves contributions from a large number of constructing the cells for water vapor measurements,
absorption lines. A significant contribution can come which will permit single-target NO concentration de-
from the wings of these lines, where shape uncertainty termination. It will also enable us to resolve the ap-
is greatest. It should also be noted that the percentage parent discrepancies between our water vapor absorp-
errors in the individual values of 0. or ji, may be fairly tion measurements at the doubled CO.; laser frequencies
small and still lead to a large percentage error in (li. - and the tape-generated values in'a laboratory environ-
0o. Second, discrepancies may be due to.the laser ment.
source. The tape-generated values assume a single laser In conclusion, we have shown that frequency-doubled
frequency for each laser line. However, TEA CO., lasers CO2 laser radiation can be used for the single-ended
operating at or near atmospheric pressure generally remote sensing of atmospheric NO concentrations, even
operate on more than one longitudinal mode within a under conditions of relatively high atmospheric
single line, with each mode radiating at a slightly dif- water-vapor content. Differential absorption lidar
ferent frequency; furthermore, there is a small degree returns were obtained from topographic targets out to
of tunability within each CO2 laser line. Under these 1.4 kin, which far exceeds the ranges previously reported
circumstances, the accurate determination of the at- for remote sensing of NO in direct detection systems.
mospheric absorption for a given experiment requires Our results also indicate that lidar returns from multiple
that the atmospheric absorption be measured at the targets can be used to measure local sources of NO even
same time as the pollutant concentration is being de- when the background atmospheric absorption coeffi-
termined to ensure that both measurements are carried cients at the individual laser frequencies are un-
out at the same frequencies. known.

To do this and obtain an NO concentration deter- Note Added: After submission of this paper, we
mination from a single target requires a rather complex became aware of another atmospheric transmission
system. In addition to the simultaneous measurements computer program devised by Thomas and Nord-
presently being made of the lidar return and of ab- strom.' 4 Their program, like our HITRAN program,
sorption in the NO-containing calibration cell, an ad- uses the AFGL data tapes. However, they use a dif-
ditional simultaneous set of measurements would be ferent line-shape function, one in which the absorption
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Frequency
douhled 3-

laser lines Exp. TIN L.ASER1 HITRAK

114 4-l'26) 0.635 0.6 (0.30 0.25
P'424)4114) -0:35 -0.224 -0.11 -0.07
111241 11426) 0.285 (1.341 0.19 10.18

line is taken to be Lorentzian within 5 cm- of the ab- agreement with our experimental data, our results in-
sorption line center but is modified beyond 5 cm-1. dicate that accurate evaluation of average NO concen-
This contrasts with our H1'1RAN program, which as- tration in the atmosphere still requires the simultaneous -

sumes a Lorentzian line shape throughout. Thomas measurement of atmospheric absorption or the use of
and Nordstrom used their program to calculate the multiple targets.
values of the atmospheric extinction coefficients 0. We should like to express our appreciation and

unde th coditonsof ur epermens (93 , ~ thanks to M. E. Thomas and R. J. Nordstrom and to R.
RH) for the frequency-doubled P(26), P(24), and POO) A clthyadA .D'gt o eemnn h

CO2 ase waelenthsandobtanedvales o 2.18, atmospheric extinction coefficients based on their re-
2.077, and 1.853 km-1, respectively. These are con-
siderably higher than our H ITRA N-calculated values of spective programs and for their permission to use the

1.20 1.0, ad 0.55 m", espctivlyresults in this note. This work was supported by the
For completeness we contacted McClatchey and Department of the Air Force, in part with specific

D~Agti ho rovdedtheequialet st o vauesb~d funding from the Air Force Engineering and Services
on their LASER program,irl which also uses the AFOL Center.
data tapes and assumes a Lorentzian absorption line
shape. The extinction coefficients obtained from their
program were 1.37, 1.18, and 1.07 km-1, respectively,
which are in close agreement with our results based on
the HITRAN program.

The strong disagreement between the results of the
Thomas- Nordstrom (TN) program and either the HI- Refeences
TRAN or LASER program indicates that the absorptioncoeficintsin his reqenc reionare troglyde- I . ,. ). inkeyOpt.QuatumE'lctrt. N 15 (176)

penentupo th lie sapein he ing oftheab- 2. H.T'. Menzies and M. S. Shumate. Appi. Opt. IS, 2080 (1976).
pendnt ponthe ineshae inthewins oftheab- :1. U. List. W. Hermann, W.. Urban. and E. H. Fink, AppI. PhyR. 19,

solrption lines. Upon first consideration, given the large 427 40979).
number of absorption lines involved at each of the 4 .'r. Menzies. AppI. Opt. I0, 15:12 01971).
frequencies, it would be reasonable to expect the mod- 5' 1). K. Killinger. N. Menvuk, and W. E. IDeFeno. AppI. Phys. Lett.

ified wing shape to simply raise or lower an effective 16, 4(02 (198W), -

background (or virtual continuum) level and thus ap- 6. N. Men * u and P. F. Miultin. Rev. Sci. Instrum. S1, 216
pear as an additive effect. Surprisingly, this is not the (41444.
case. Instead, the effect is multiplicative, with a nearly 7. N. MenYuk,(G. W.. Iseler. and A. Mtsiradian. AppI. Phys. Lett. 29,

coInstant ratio relating each of the equivalent extinction 4224t1976).
coefficients from the different programs. Further work S4. A. M.otradian. 1). K. Killinger, and N. Menyuk. MIT Lincoln
will be required to clarify this point. Laboratory Repoirt (1I.r.9:I9ELr-4-9199).

A comparison of the experimental values 4If) 9 A. Valentin. .1. 11. H,,is.s I. I'rie.A ery .W hn nK. N. Ha,,. C'. H. Acad. St i. Ser. H. 283,233141976).
as described in this paper, with the values calculated by 44). M. A. l'ollack. " Molecular Glas Lasers," in Handboo~k af Losers,
the different computer programs, is given in Table I. H. A. Press-eev, Ed. W(RC P'resto. Cleveland, Ohio, 19714.
The values obtained by the TN program are seen to it. R.I.. Nordmrom. .1. H. Shaw. W. R. Skinner. .1.G. Calvert, W. H.
agree much more closely with our experimental results C'han. and W.. M. tiselman. Environmental Science Research
than those obtained with either the LASER or HITHAN Ia.al.ratitrv Repo.rt 0IA644:47.464977).
program. The discrepancies that still exist between the 12. H. A. Mc'(latcheY, V.. S. Benedict, S. A. ('lough, D. E. Burch. R.
experimental results and the TN values, however. cor- . 'altee. K. F.,x. L. S. Hothman, and .l. s aring, -AFCRL At-

respond to an uncertainty in the reduced NO concen- mtsIpheric Als~mptiotn L~ine Parameef "ompilaticn." Envi-
tratioin of150-350 pp ihan inenlicnitny rimm~ental Research P'aper 4:4, AF"CRI..TR.73096 (Air Force

of pp wit intrnal ncmnistecy Camb~ridge Research Lalm oral nries. Hedtitrd, Masts.. Janm 1973).
of 200 ppb, which is much greater than our experimental iiI.4 rs..1Ihv. 11.49701974.
uncertainty (of 40 ppb or the anticipated ambient :;I. M. K.T'hmnas and H. .1, N,,rdstrom.n too he published.
background concentration otf NO ('-2 ppb). Therefore, 15. H. A. McClot,'bev-and A. 11. lYAgati. Etn'irnnmental Research
although useof the TN program markedly improves the P'aper 622. AFGll..TR.44.4400294 197 m).

21116 APPLIED OPTICS / Vol. i9. No. 19 / I October 1980

46



UNCLASSIFIED
UIRITY %XASSICATON OP THIS PA41 tWA. aJ.imtA-

____________________________________________READ INSTRUCTIONS
MINT DOCMITATIO PAGE BEFORE COMLEING FOR

4- TITLE W lIMIT.eui S. TYPE OF REPORT & PE$IOD COVERED
( Final Report

Remote~~~~~~~~~ SnigoTrbeEgieGes1Octobm"*79 - 3d Septmubr*9io
Remte ensng f Trbie Egin Gaes6. PERFOWUNG ORG. REPORT NUMBER

7. AUTHOR(s) 8. CONTRACT OR GRANT NUMBER(s)

Dennis K. Cihge.Norman Menyuk. Aram Mooradian II2-0C=

9. PERFORMING ORGANIZATION NAME AND ADDRESS 10. PROGRAM ELEMENT, PROJECT, TASK
AREA & WORK UNIT NUMBERS

Lincoln Laboratory, M. I.T.

11. CONTROLLING OFFICE NAME AND ADDRESS2.RPTOAIE

Engineering and Services Laboratory

Tyndall AFB, Fl. 32403 5

Electronic Systems Division Unclassified
Hanscomn AFB

BedfrdMA 073115a. DECL ASSI FICATION DOWNGRADING
BedfrdMA 0731SCHEDULE

16. DISTRIBUTION STATEMENT (of this Report)-

Approved for public release; distribution unlimited.

17. DISTRIBUTION STATEMENT (of the obsrtoet entered in Block 20. if different from Report)

11. SUPPLEMENTARY NOTES

None

IS. KEY WORDS (Continue on reverse side if necessary and identift by block number)

laser remote sensing mini-TEA C02 laser
turbine engine gases LIDAR (DIAL) system
environmental monitoring absorption measurements
tactical detection and remote detection of CO

discrimination

20. 'ITRACT (Continue on reireree side if necessary and identify by block nuber)

This is the FY 80 fiAl report for a laser remote sensing program designed to Investigate remote sens-
* lng techniques for the detection of jet aircraft exhaust gases.

The specific tasks which were performed consisted of the following: (1) continuation of feasibility dem-
onstratioa of C02 TEA laser remote sensing system and the detection of NO and C2H4 In the atmosphere,
(2) continuation of laboratory absorption measuremmnts of CO, NO, and C2H4, (3) initial laboratory Inves-
tigation of suitability of laser remote sensing of hydrazine. UDMH, and MMH, (4) Implementation ot digital
data noqulsitdon and processing system, and (5) preliminary development of dual-laser DIAL system.

DI 1JAN7?3 EDTOOF1ovsISOOLY UNCLASSIFIED
SECURI TY CLASSFICA7ION OF THIS PAGE (When Dafe talredj




